
LED EMERGENCY INVERTER BULB

FEATURES

Instant energy saving 

Perfect for sensi�ve display 
ligh�ng 

Lower the risk of injury and
breakage 

Minimizes replacement and
maintenance costs 

Up to 85% less energy than
halogen alterna�ves

long life

Very low heat genera�on 

Upto 4 Hours Ba�ery backup

General ligh�ng

Table lamps

Floor lamps

Sconces

Ceiling fixtures

LIMITLESS OPTIONS FOR THE FOLLOWING APPLICATIONS

Input Line Voltage .................................................................. 220-240V AC 

Input Line Frequency .......................................................................... 50Hz

Lamp Life (Rated) ............................................................................. 15,000

CRI .......................................................................................................... 80

SPECIFICATIONS 

Enhance colors of focal point 
while maintaining uniformity 
throughout ligh�ng

Excellent color consistency and CRI

Fits all A-lamp install�onsDurable plas�c housing

Ba�ery Charging Time 10 Hours Approx.
Backup �me - up to 4hrs. 

9W LED INVERTER Bulb. With retro B22 base, 
it can be used as a regular bulb to light up 
your space. Packed with a lithium ion ba�ery, 
this bulb is designed to offer uninterrupted 
ligh�ng when you need it. The 2200 mah 
lithium ion ba�ery can support your Inverter 
lamp for upto 4 hours of ligh�ng back-up in 
�mes of outage of regular electric power. This 
patented design is backed up by Overdrive 
Technology for uninterrupted light and peace 
of mind.

UNIQUE DESIGN
Ø No Mosquito inside diffuser 
Ø Water Proof Thermal Heat Sink 

120-300V, 50Hz

For Indoor Use only

Auto Cut off when 
Fully Charged

Beam Angel > 120°

Instant Start

900 Lumens >300 lumen (On Ba�ery)

Ligh�ng upto 4 Hrs

Rechargeable Bulb

Eco Friendly Lights

Up to 85% Energy Savings

LM-80 Cer�fied

BENEFITS

POWER BACKUP
Emergency LED Bulb with 4-hours battery backup

TECHNICAL SPECIFICATIONS 

Wa�age
Equivalent 

Incand.
Lumen

Color
Temperature

(CCT)

Power
Factor

Current

Size
Die/Height

(mm)
Case Qty

9W 90W 900 6500K/3000K >0.90 35mA 70/140 20
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